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Preface

This second issue of the Operating manual for System 3400 (with 34000
devices) contains updates to include the 34604 A4 Mimic panel.

The first issue covered instructions for operating the equipment in a
standal one and network systems (System 3400 & 3500). The products
covered are 3404/8 Control Panels, 3450 Repeat panel, 3460 Mimic and
Zonal panels and the 3505 Terminal node.

There are step by step instructions on what to do in an emergency and when
operating other controls.

Associated Documents

13563-011 GENT Supervisor Operating Manual
13499-23 Installation Manual for System 3400 (with 34000 devices)

Conventions

NOTE : A note highlight important text that is normally hidden in the
main text.

CAUTION : A caution is given to prevent damage to
equipment.

WARNING : A waming is given to advise of dangerous
conditions that may result in injury or death.

Issue Record

Section Issue Date Comments

Prelims 2 9/96
1-7 2 9/96 This is the second issue of Operating Manual
Index 2 9/96 System 3400
Parts 4 9/96 (with 34000 devices)

Phone

The information contained herein is the property of CARADON GENT LIMITED and is supplied without liability for errors or omissions. No part of
the manual may be reproduced in any form soever without prior consent of the company. Due to the on going development of GENT System 3400
(with 34000 devices) the information contained in the manual is subject to change without notice.




Customer fecdback

U qou have any comments on this manaal,
then please prouide them below.

Post completed stheet to the addness ovenleas or
£add on fo your arnea daled nepredentalive.

Thanks

Y our name:

Address;

Manual number and title




Technical Publications
Caradon Gent Limited
Waterside Road

L eicester

LES51TN




Contents

Table of contents

User Responsibility . . .. .. .. ... ... ...... 1-1
Daily . . . ... 1-1
Weekly . . oo 1-1
Quarterly . . . . . . . e 1-2
Battery Replacement . . . . . ... ... ... ... .. .. ..., 1-2

Panel Battery . . . . . . . . . 1-2
Memory CardBattery . . . . . . .. . . ... ... 1-2
Manual Call Point . . ... ... .................. 1-2
TestingaManual Cal Point . . . . ... ............. 1-2
ReplacingabrokenGlass . . . . .. ... ... ... ...... 1-3
InstallingthePrinter Paper . . . . ... ... ........... 1-4
Printer Operation . . . . . . . . . . . . ... 1-4

Control and indicatingequipment . . . . .. ... .. 2-1
Visual and audibleIndications. . . . .. ... ... ........ 2-1
Normal Condition. . . . . ... ... ... ... .. ........ 2-2

Quick Reference . . . . .. . .. ... ... . 3-1
Howtoraiscsan ALARM of Fire. . . . ... ... ... ...... 32
Intheevent of aFIRE condition. . . . . ... ... ........ 3-2
Intheevent of a FAULT condition . . ... ............ 3-2
In theevent of a WARNING Condition . . . . ... ........ 33
Howtosound all FIREALARMS . . . .. ... ... ....... 33

ToSoundAlarms . . . . . . . . .. ... 33
ToSilenceAlams. . . . . .. .. ... ... ... ... . ... 33
How to Test the Display and Indicators . . . . ... ........ 33
How tosound theMaster Alarms . . . . . . ... ... ...... 34
Howtosound Sector Alarms. . . . . . ... ... ... ...... 3-4

Emergency Conditions . . . . .. ... ... ...... 4-1
Howtoraiscsan ALARM of Fire . . ... ... .......... 4-1
Intheevent of aFIRE Condition . . ... ............. 4-2

ToSilenceAlams. . . . . . ... ... ... ... ... ... 4-2
ToResettheSystem . . . . . . ... ... ... ... ...... 4-2

13499-26 Issue 2_9/96 ' System 3400 (with 34000 devices) Operating



Contents

Firelndications . . . . . . ... ... ... ... ........ 4-3
Intheevent of aFAULT condition . . . . ... .......... 4-4
ToCancel theFault Buzzer . . . . . .. ... .. ... ..... 4-4
FaultIndications. . . . . . . . . . ... ... ... 4-4
Actionto RectifyaFaultEvent . . . . . . .. ... ... .... 4-5

In the event of a WARNING condition . . . ... ......... 4-7
Warning Indications . . . . . ... ... ... 4-7
Actionto RemoveaWarningEvent . . . . . . ... ... ... 4-7
Tosound all FireAlarmsglobally . . . ... ............ 4-9
ToSoundAlarms . . . . . . . ... ... 4-9
ToSilenceAlarms . . . . . .. ... ... ... L. 4-9
Tosound theMaster Alarms . . . . . .. ... ... ... .... 4-10
Tosound the Sector Alarms . . . . . . .. ... ... .. ..... 4-10
Operating the Other controls . . . . ... ... .... 5-1
Testing thedisplay and indicators . . . . ... ... ........ 5-2
TestingtheMimicand Zonal panels . . . . . ... ... .. .. 5-2
SettingtheSystemClock . . . . . . . . . . ... 5-4
Viewingthecurrent FireLog . . ... ... ... ... .. .... 5-6
Viewingthecurrent FaultLog . . . . ... ... ... ... .... 5-7
Viewingthecurrent Warninglog . . .. ... ........... 5-8
ViewingtheHistoricLog . . . . ... ... .. ... ....... 59
Viewing Supervisory ActiveEvents . . . . . . ... ... ... .. 5-10
Viewingthe Supervisorylog . . . ... ... ... .. ... .... 5-12
ChangingtheUserCodePassword . . . ... ... ........ 5-14
UsingthePrinter . . ... ... ... ... .. .. .. ... .. .. 5-15
Editing Label Information . . . . ... ... ... ... ... ... 5-17
ViewingLabels . . . . ... ... ... 5-19
Saving changestotheMemory Card . . . . ... ......... 5-21
Enabling or Disabling Partsof theSystem . . .. ... ... ... 5-22
Switchingthe Auxiliary Relays . . . . . .. ... ... ... ... 5-26
Viewing CardsInformation . . ... ................ 5-27
ViewingaLoopMap . . . ... ... ... .. ... 5-28
ViewingNetwork Map . . . . ... ... ... ... ... ..... 5-29
SiteLabesInformation . .. .............. 6-1

System 3400 (with 34000 devices) Operating i 13499-26 Issue 2_9/96



Contents

SiteLabels. . . . . . . 6-1
LogBook Sheets . . . ... .. ... .. ... ..... 7-1
LoggingEvents . . . . . ... ... . ... 7-1
Blank LogSheets . . . . . . ... .. ... ... 7-1
CompletedLogSheset . . . . ... ... ... . ... ... ... 7-1

System 3400 (with 34000 devices)

Partslist . .. ... ... .. .. ... ... . ... ... P-1
Introduction . . . . . . .. ... P-1
Control and indicatingequipment . . . . . . .. ... ... .... P-1
Cards . . . . . . . P-2
Sensorsand ACCESSOMIES . . . . . v v v v i e e P-3
Alarmsounders .. . . . . . .. P-4
Manual call points(MCP)2-way . .. ... ............ P-4
Interfaces . . . . . . . . .. P-5
Manuals& ACCESSOrIeS . . . . . . . . . i i it P-6
GENT SUpervisor . . . . . . o oo e e e P-6
Converter / Compactor / UPS/Printer . . . .. ... ....... P-7

13499-26 Issue 2_9/96 ii System 3400 (with 34000 devices) Operating



Contents

Table of figures

Figure 1-1 Replacing abroken MCPglass . . . . ... ... .. 1-3
Figure 3-2 Loading the printer paper . . . . . . .. ... .... 1-4
Figure 2-1 control and indicatingpanels . . . . .. ... .... 2-1
Figure2-2 Normal indications . . . . ... ... ........ 2-2
Figure3-1 Control panel facia . . . . .. ... ... ...... 31
Figure4-1 Fireindicationsand controls. . . . . . ... ... .. 4-2
Figure 4-2 Fault indicationsand controls . . . . . .. ... ... 4-4
Figure4-3Warning Indications . . . . . . ... ... ...... 4-7
Figure4-1Soundalaams . . . . . . . . . . . ... ... .... 4-9
Figure4-2 SilenceAlarms. . . . . . . . .. . ... .. .. ... 4-9
Figure5-1Toplevelmenu . . ... ... ... ......... 51
Figure 5-2 Lamp test on standard mimicpanel . . . . . ... .. 5-2
Figure5-3 Lamp test at A4 Mimicpanel . . . ... ... .... 5-3
Figure5-4 Setclock display . . . . . . .. .. ... .. .... 5-4
Figure5-5 Supervisory active . . . . . . . .. ... ... 5-10

System 3400 (with 34000 devices) Operating iv 13499-26 Issue 2_9/96



User Responsibility

Daily

British Standard

Daily

Weekly

User Responsibility

It is recommended that the per sons responsible for the fire alarm system
should become familiar with the procedures on how to operate the controls
and interpret indications given at specific products. Adequate training
should also have been given from appointed personnel.

If your system is designed with a 3404 Control panel that meets the
requirements of BS5839: Part 4:1988, then the use of [Disable] [10 Line]
option under the [Control ] menu and [Set Clock] option under the [Setup]
menu using the ‘ Customer Password’ is not recommended.

The British Standard code of practice for Fire detection and alarm systems
for buildings, BS 5839: Part1:1988, states that the system should be
inspected daily to ensure that anormal indication is given at the control and
indicating equipment and that any previously indicated fault and war ning
condition has received appropriate attention.

a) It recommends entry into the Log Book provided of all the system
events for future reference. To view past eventslook at the Historic
EventsLog.

b)  The person inspecting the protected premise can ensure that the use
of the area(s) inspected has not changed such that the detection and
alarm devices have become inappropriate.

c) Thearea(s) can beinspected to check that no unsafe practices that
could lead to fire are being undertaken.

At Weekly intervals adifferent Fire Sensor or Manual Call Point of the
system should be tested to ensure the system is capable of operating under
alarm condition.

a)  The operation of the alarm sounder s should be checked, which also
provides aregular reminder to those occupying the premises that
thereis afire alarm system with a particular characteristic sound.

b)  Thetest should be performed at aregular time to avoid confusion
between atest and a genuine fire alarm.

13499-26 Issue 2_9/96
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Quarterly User Responsibility

Quarterly

At quarterly intervals the system should be inspected and any work
necessary should be performed by trained maintenance engineer. The
location of your nearest Caradon Gent Limited branch offices are included
in this manual who would be able to help you on System 3400 Maintenance
and Service.

Battery Replacement

NOTE: Any servicing work on the System 3400 must be carried out by
Caradon GENT Limited.

Panel Battery

Under normal operating conditions the maintenance free lead acid batteries
in the Control panel, Repeat panels, Mimic and Zonal panels, A4 Mimic
control unit, Mains powered interface units and Termina node can have a
useful life of up to 5 year s from the date of manufacture.

NOTE: It is recommended that these batteries are replaced at 4 Yearly
interval from the date the 3400 System is first commissioned.

Memory Card Battery

Under normal operating conditions the lithium battery on the Memory Card
in the Control Panel can have auseful life of up to 10 Y ears from the date
of manufacture.

NOTE: It is recommended that the Memory Card is replaced at 10
Yearly interval from the date the System 3400 is commissioned.

Manual Call Point

Testing a Manual Call Point

Push the test key through the hole in the underside of the call point to
engage the test cam mechanism and push to operate the cam mechanism.

At this point the test key isretained in the call point and pulling it out will
reset the glass.

NOTE: The appropriate sounders in the system will be activated by this
test. To silence alarms and reset the system, see Emergency controls
part of this manual.
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User Responsibility Manual Call Point

Replacing a broken Glass

WARNING: Take appropriate precautions when clearing broken
glass to prevent injury.

NOTE: A weather resistant version of manual call points will have two
gaskets, a Cover/glass gasket and a Spacer/cover gasket, which must be
installed in their respective position.

These procedures assume the cover on the manual call point is open and any
broken glass has been cleared.

SLIDER

o CAM
THUMB WHEEL ~_| - Ay '7[/
FIRE
BREAK GLASS

T

iy Ll
D‘\ SLDER — |

I
N -} ()
\
THUMB WHEEL

Figure 1-1 Replacing a broken MCP glass
emfl216

a) Feed the glass upward to push the cams down and fit under slider,
locate bottom of glassinto recess.

b)  Hold the bottom of glassin position and rotate the thumbwheel
guadrant to raise the top of the glass.

C) Fit the call point cover by hooking it into the top of the unit and
making sure that the glass is properly seated (held down) tighten the
cover fixing screw.
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Installing the Printer Paper User Responsibility

Installing the Printer Paper
The printer paper roll islocated on the inside of the inner door. A vertical
line on the paper indicates end of paper. A new paper roll code number
13490-01 must be fitted.
a)  Open the control main and inner door using the key supplied.
b)  Remove the old paper roll from inside of door assembly.

C) Fit a new paper roll

d) Insert paper into the printer mechanism.

INNER BOX

PRINTER PAPER DOOR

ROLL

BRACKET

ROLL HOLDER

PAPER FEED
APERTURE

TURN KNOB
DOVNWARDS
ONLY

Figure 3-2 Loading the printer paper
1171

€)  Turnthe knob on the inner door downwards to feed the printer paper.
g)  Closethe control panel door(s).
f) Carry out a printer paper test, see section on using the printer in the

otherscontrols part of this manual.

Printer Operation

The printer will operateif it is switched On and a printout is obtained upon
occurance of a system event.
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Control and indicating equipment Visual and audible Indications

Control and indicating equipment

This control and indicating equipment covered in this manual include:

P
3450 Control panel
L 3505 Terminal Node

3462-01 Mimic panel
3462-02 Zonal panel

I
=
3408 Control panel

34614-xx A4 Mimic panel 3404 Control panel

Figure 2-1 control and indicating panels
11381

The 3404/8 Control Panel is at the heart of a standalone fire detection and
alarm system. It registers all event occurrences monitored by each device
(system equipment) installed in a protected premise and co-ordinate the
alarm actions based on the pre-configured system set up.

Visual and audible Indications

Control, Anevent such asaFire, Fault or Warning would automatically activate
Repeat and  systemindications. The control panel, repeat panel and termianl node
Terminal node  indicate events by means of:

|| messages on adisplay/ screen (Liquid Crystal Display - LCD)
[ ] accompanied with illumination of appropriate colour coded light

[ ] and an audible sound from within the panel given by atwo tone buzzer.
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Normal Condition Control and indicating equipment

Mimic & Zonal  These panels provide indications by means of red fire indicators located
panels  behind asite map or zone designation. An internal buzzer provides an
audible indication of afire and local fault.

The A4 Mimic panel aso has common lights that operates with fire, local
power supply status and local faults.

NOTE: The A4 mimic panel has an internal buzzer disabling facility
which is configured during commissioning of the system. If the buzzer is
disabled then it will not sound in an event condition.

Normal Condition

Control & A normal operating condition is when there is no fire, fault, warning or test
Repeat panels  condition present and the mains and standby power suppliesto the
plus Terminal  equipment remains healthy. Under these conditions the display shows a
node Panel Healthy message and the green Power light islit.

EVACUATE  soulbeRe press
10 STOP

FIREL ] soulBeRt%Press

T0 RETURN TO

NORMAL PRESS

« POVER , WARNING FAULT

CANCEL
- FAULT
BUZZER

VA A NN

SILENCE
ALARMS

Panel Healthy
Figure 2-2 Normal System 3400 Fire Alarm
indications GENT 19XX
|cuourrTaEuRLs| \| Fi | | Fz | EI \I|
Repeat panel reads - main panel healthy
fl145 Terminal node reads - Network healthy
Mimic and NOTE: There are no indications given at the standard Mimic and Zonal
Zonal panels Panels of system status.

The A4 mimic panel provides acommon fire, local fault and local power
supply statusindications. There may also be adisplay of the system clock.
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Quick Reference

Quick Reference

Log book  All events must be recorded in the L og Book.

System controls  Open the silver door to find:

3@\3/7@’

10 START¥§ =]\ ] /
i X EVAEN\ATE SOUNDERS PR \ POYER , UARNING  FAULT
or printer menu press TO STOP \ CANCEL |
Other Controly key FIRE | souBeRPress T ioew] B H | | = (0
For maintenance see
user instructidns L%Rﬁ%{UE%EE%

\ Panel healthy
System 3400 Fire Alarm @

H@‘ GENT Limited 13XX

‘ EDNTRDLS‘ ‘ o ‘ ‘ I ‘ ‘ - ‘ ‘ I ‘

e s ffafsfefofofe]ofm
EEEEE E
--EE
G NN T ) 75

VISUAL INDICATIONS SHOWN ARE WITH NO FIRE FAULT OR WARNING

(1) PRINTER DISABLE SWITCH FAULT LAMP

(2) PRINTER PAPER FEED KNOB (9) SIMPLE KEYBOARD

(3) PAPER FEED APERTURE CANCEL FAULT BUZZER

(4) FIRE LAMP () DISPLAY OF 4 LINES BY 40 CHARACTERS

(5) SYSTEM ALARM CONTROLS (2 OTHER CONTROLS & FUNCTIONS F1 TO F4 KEY PADS
(6) POWER LAMP (19 FULL KEYBOARD

(7) WARNING LAMP

Figure 3-1 Control panel facia
m1702

NOTE: All customer controls described in this manual are accessible on
opening the silver door. The key which opens the door is usually
accessible to persons responsible for the fire alarm system.
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How to raise an ALARM of Fire Quick Reference

How 1o raise an ALARM of Fire

Manual call of  Anaarm of fire can be raised by operating a manual call point.
fire
a)  Gotothenearest call point that islocated away form the fire hazard.

b)  Presshard with thumb onto the centre of the glass.

Automatic fire A fire event is automatically detected and system alarms are automatically
detection  actioned by the control panel.

In the event of a FIRE condition

To silence alarms press the Slence Alarms button.

To reset the system press the Reset button.

NOTE: Excess heat and smoke must be cleared from the fire sensors
initiating the Fire conditions. Where a Manual Call Point glass has been
broken this must be replaced.

Mimic and  All Fireindications are automatically given by the illumination of lights
zonal panels  positioned behind the site plan or zone designation on a Mimic and Zonal
panel respectively. Thereisalso alocal audible indication. A normally
flashing indication showsthefirst fire.
These indications are automatically cancelled when the system is RESET.

A4 Mimic panel  This panel has afurther common fire indicator.

In the event of a FAULT condition

Press the Cancel Fault Buzzer button.

All fault repair should be undertaken by engineers responsible for
maintaining the Fire Alarm System.

If necessary contact Caradon Gent Service Department for advice.
Mimic and At the standard Mimic (but not the A4 mimic) and Zonal Panels the
zonal panels  fault buzzer may be cancelled by operating a keyswitch located on the
bottom right hand side.

A4 Mimic panel  The A4 mimic panel has no local silence fault buzzer facility.
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Quick Reference

In the event of a WARNING Condition

In the event of a WARNING Condition

A warning condition occurs when there is a disablement within the fire
alarm system.

Removal of warning condition should be undertaken by engineers
responsible for maintaining the fire alarm system.

How to sound all FIRE ALARMS

To Sound Alarms

To sound al alarmsin an emergency press the Sound Alarms button.

NOTE: Normally this function is not configured to be available with the
Terminal node.

To Silence Alarms

With the emergency over the alarms can be silenced, press the Slence
Alarms button.

How to Test the Display and Indicators

Mimic and
Zonal panel

A4 Mimic panel

These instructions are applicable for the following equipment:

3404 Control 3408 Control 3450 Control | 3505 Terminal

panel panel panel node

Yes Yes Yes Yes

Press the OTHER CONTROLS button and then select [Test/Eng] and
[DispTest].

At the Mimic and Zonal panels alamp test can be performed by operating

the keyswitch located on the right hand side of the panel backbox. Note the

lights are tested in blocks on arow by row basis.

A lamp test is activated at an A4 mimic panel by inserting a2mm pin like

object (for example asmall terminal screwdriver) into a hole located on the

underside of the panel enclosure.

13499-26 Issue 2_9/96
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How to sound the Master Alarms

Quick Reference

How to sound the Master Alarms

These instructions are applicable for the following equipment:

3404 Control
panel

Yes

3408 Control
panel

Yes

3450 Repeat
panel

Yes

Press the OTHER CONTROLS and select [Control].

3505 Terminal
node

No

To start/stop the M aster alarms press [Start MA] or [Stop MA] and

then select [Enter].

How to sound Sector Alarms

These instructions are applicable for the following equipment:

3404 Control
panel

Yes

3408 Control
panel

Yes

3450 Repeat
panel

Yes

3505 Terminal
node

No

CAUTION: The sectors 28-32 are normally reserved for special
applications such as for fire extinguishant control.

Press the OTHER CONTROLS and then select [Control], [User Code] and
enter the *access code’ and then press Enter button.

Select <etc>, [Sector] and input a Sector number .

Select [loop] and enter the number.

Select [Action] and then [Signal 1] or [Signal 2] or [Signal 3].

To stop Sector alarms select [Off], [All] and the appropriate signal to stop
[Signal 1] or [Signal 2] or [Signal 3]. Select [Enter].

System 3400 (with 34000 devices) Operating
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Emergency Conditions How to raise an ALARM of Fire

Emergency Conditions

How to raise an ALARM of Fire

Manual call of  Anaarm of fire can be raised by operating a manual call point.
fire

a)  Gotothe nearest manual call point that islocated away form the fire
hazard.

b)  Presshard with thumb onto the centre of the glass.

NOTE: The glass will crack vertically (due to a small score on its
reverse side) and collapse into the call point.

NOTE: A clear label will hold the broken glass together to prevent
injurious splinters.

Automatic fire A fire event is automatically detected by the Control Panel using data from
detection  the sensorsand fire inputs from interface unitsin a standalone system.

An aarm is automatically actioned by the control panel based on
preconfigured system setup.
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In the event of a FIRE Condition Emergency Conditions

In the event of a FIRE Condition

TO START SOUND
CVALUATE  soundeRs Press [ _PONER , WARNING FAULT
ANCEL
P I RE SDU&%E%EDERESS aors | |- B ;FUAZUZLETR
TO RETURN T0O
NORMAL PRESS e
1st Fire: Chemical Stores (Block 1)
First fire occurred at
Time 12:01.01 Mon 1st January 19XX
c DONTTHREDRL 5 F1 F2 F3 F4
Figure 4-1 Fire indications and controls
fl148
These instructions are applicable for the following equipment:
3404 Control | 3408 Control | 3450 Repeat | 3505 Terminal
panel panel panel node
Yes Yes Yes Yes
To Silence Alarms
With the emergency over and to silence darms::
Press the Slence Alarms button. Notice the alarms are silenced and the fire
buzzer gives an intermittent sound and the display givesan ‘Alarm
Silenced’ message.
To Reset the System
Resetting the  Prior to resetting the fire alarm system, any excess heat and smoke must be
system cleared from the fire sensors initiating the fire conditions. Where a manual

call point glass has been broken this must be replaced.
With the alarm activating device cleared for normal operation:
Press the Reset button. Notice the display provides the following message

‘ Sounders stopped System being Reset - please wait....". The indications
prior to the fire condition are resumed after a short delay.
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Emergency Conditions In the event of a FIRE Condition

Multiple Fires

Mimic & Zonal
panels

Fire detection
and indication

Log Book

Control Menu

Fire Events Log

Firelndications

In the event of afire condition the system alarms are activated
automatically. The Panels or Nodesin the system provides the following
indications:

the display shows time, date and location of fire event(s) and panel

number is shown at the terminal node.

Red firelight islit

Internal Fire Buzzer is active

Printer provides alisting of eventsif itis On.

The *1st fire’ messageis given at the top of the display. For multiple fires,
all *‘New Fire' events will appear benesth the ‘ 1st Fire’. The display will
scroll the information automatically.

Should there be more fires then can appear on the display, the second line
on the display will show NewFire information. Every four seconds the
NewFire text will toggle to show the new fire number, e.g. Firen.

NOTE: If a device label is not setup then the display shows the device
(outstation) and loop number.

A fireindication is given by illumination of lights behind the site plan or
zone map, together with the local fire buzzer. A steady or flashing (first fire)
indication is given in the event of afire. The A4 mimic panel has acommon
fire light which will illuminate with afire indication.

All fire events are automatically detected by the control panel using data
from the fire sensing devices, such as the fire sensors, manual call points
and interface fire inputs in the system.

NOTE: To prevent operator confusion all Fault and Warning events are
not displayed by the control panel during a Fire Condition.

These messages and light indications are inhibited until after the incident
is over and the system is reset.

All fire events must be recorded in the L og Book provided.

NOTE: When the Control Panel is in a fire condition, only some options
of the [CONTROL] menu are accessible.

The [Control] menu provides the control of Master Alarms, Sector Alarms,
Auxiliary Relays etc., see operating other controls part of this manual. The
disable and enable options not accessible during afire condition.

Each fire event is automatically logged in the Fire Events L og at the
control panel and these events can be recalled using the [Info] menu. This
menu is only accessible in non-fire condition.

13499-26 Issue 2_9/96
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In the event of a FAULT condition

Emergency Conditions

In the event of a FAULT condition

TO0 START SOUND
CVALUATE  sounbeRs PRess | sk _POUER  WARNING . FAULT |
CANCEL
FTI R{Z U&%E%gUERESS ii%g a B h " BUtoER
TO RETURN TO
NORMAL PRESS e
Fault n 12:00
GENT 19XX

Outstation Lost
Conference room

DTHER
CONTROLS

F1

F2 F3 F4

Figure 4-2 Fault indications and controls
fl149

These instructions are applicable for the following equipment:

3404 Control | 3408 Control | 3450 Repeat | 3505 Terminal
panel panel panel node
Yes Yes Yes Partial
message

To Cancel the Fault Buzzer
Press the Cancel Fault Buzzer button to stop the fault buzzer from sounding.

Fault I ndications

A fault condition occurs when there is afailure within the system that
usually requires rectification action.

L | Inthe event of afault condition:

the Display shows the location of latest fault event, not indicated
on the terminal node.

Amber Fault light islit
Internal Fault Buzzer is active
Printer provides alisting of eventsif itis On.

Total number of active faults in the system appearsin the top left
of the display.

System 3400 (with 34000) Operating 4-4
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Emergency Conditions In the event of a FAULT condition

NOTE: The Fault light will give a flashing indication when the Control
panels mains supply is unhealthy and the the Power light is Off.

NOTE: If the device label is not setup then the display shows the device
outstation and loop number.

Mimic and  Aninternal buzzer will sound when the Mimic or Zona Panel has alocal
Zonal panels  power supply failure or there is unsuccessful communications with the
control panel. The buzzer may be cancelled by operating a keyswitch
located on the bottom right hand side. The A4 mimic panel has no local
silence fault buzzer facility.

A4 Mimic panel  Under rear circumstances the A4 mimic panel may display fault codes such
as, COVWS FAULT, these indications are primarily for use by engineers
when commissioning the panel.

Action to Rectify a Fault Event
a)  Read the message display for information on the fault event.

b)  Take necessary rectification action. All fault repair should be
undertaken by engineers responsible for maintaining the fire system.

c)  If necessary the Caradon Gent Service department should be
contacted for advice.

d)  All fault events should be recorded in the L og Book provided.
Fault detection  All Fault events are automatically detected by the control panel using data

and indication  from the system. Usually afault event is generated as aresult of abnormal
performance for the system.

NOTE: To prevent operator confusion all Fault events are detected by
the Control panel during a Fire Condition, however their indications are
inhibited until after the incident is over and the system is reset.

Multiple Faults  The number ‘n’ following the ‘ Fault’ on the top left of the display, shows
how many active fault events there are present in the fire alarm system.

Fault Events  Each Fault event is automatically logged in the Historic Events L og at the
Control panel and these events can be recalled using the [Info] menu. This
menu is only accessible in anon-fire condition.

NOTE: The information in the active [Fault] events log is automatically
cancelled when the condition is removed.

During a Fire NOTE: The messages and light indication of faults are inhibited during a
condition fire condition.
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In the event of a FAULT condition Emergency Conditions

Fault
messages

The following table shows some fault messages, along with what they mean
and possible rectification actions.

NOTE: The rectification actions must be attempted by a trained engineer.

For advise call the GENT service department.

Message Meaning Action

Mai ns failed The mains supply to the control Restore the mains supply to
panel has failed the control panel

Battery The battery supply to the control ~ Check the battery and

di scharged n

panel has been fully discharged

replace if necessary

Mast er Al arn{s)
oc or sc n

There is an open or short circuit
fault on the master alarm wiring

Check the wiring and remove
the fault. Ensure the
end-of-line device is
connected in the circuit.

Wring changed
short circuit at
card n

There is a short circuit on the loop

n wiring

Identify the outstation
(device) where a cable fault
has occurred and remove the
fault.

Interface input
os / sc

There is an open or short circuit
on the input line of an interface

Locate and remove the
wiring fault. Ensure the
end-of-line device is

connected in the circuit.

Qut stati on Mins
failed

There is a mains supply failure at
an interface unit, repeat panel or a

mimic panel.

Check the fuse and mains
supply to the equipment.

Qutstation
Battery fault

The battery supply at an interface

unit, repeat panel or mimic panel
has failed the load test

Check the battery and
replace it if necessary

System 3400 (with 34000) Operating

4-6

13499-26 Issue 2_9/96



Emergency Conditions In the event of a WARNING condition

In the event of a WARNING condition

T0 START SOUND
CVALUATE  soundeRs pRess "8 1| POWER L WARNING, FAULT
FIREL ) soulfeRlress el -0 -0 J[EE
TO RETURN TO
NORMAL PRESS REeET
Warning n 12:00

System 3400 Fire Alarm
GENT Limited 19XX
Outstation(s) disabled

OTHER
CONTROLS F1 F2 F3 F4

Figure 4-3 Warning Indications
fl150

These instructions are applicable for the following equipment:

3404 Control | 3408 Control | 3450 Repeat | 3505 Terminal
panel panel panel node

Yes Yes Yes Partial message

Warning Indications

] A warning condition occurs when there is a disablement within the fire
alarm system. The panels provides the following indications:

the Display shows latest warning event message, not indicated at a
terminal node.

Amber Warning light islit
Internal Warning Buzzer is active (gives an intermittent beep)

Total number of active warning in the system appears in the top
left of the display.

NOTE: The warning light will give a flashing indication when the panels
mains supply is unhealthy and the the Power light is Off.

Action to Remove a War ning Event
a) Read the message display for information on the warning event.

b)  Take necessary rectification action. All warning rectification should
be undertaken by the engineer responsible for maintaining the system.
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In the event of a WARNING condition

Emergency Conditions

Warning
detection and
indication

Multiple
Warnings

Warning Events

During a Fire
condition

Warning
messages

c)  If necessary the Caradon Gent Service department should be
contacted for advice, see ‘' Viewing current warning events'.

d)  All warning events should be recorded in the L og Book provided.

Warning events are automatically detected by the control panel using data
from the system. Usually awarning event is generated if there has been a
disablement of any part of the system.

NOTE: To prevent operator confusion, Warning events are detected by
the Control panel during a Fire Condition, however their indications are
inhibited until after the incident is over and the system is reset.

The number ‘n’ following the *Warning' on top left of the display, shows
how many active warning events there are present in the system.

Each Warning event is automatically logged in the Historic Events L og at
the control panel and these events can be recalled using the [Info] menu.
This menu is only accessible during non-fire conditions.

NOTE: The information in the active Warning events log is automatically
cancelled when the condition is removed.

fire condition.

NOTE: Messages and light indication of warnings are inhibited during a

The following table shows some warning messages, along with what they
mean and possible rectification actions.

NOTE: The rectification actions must be attempted by a trained engineer.
For advise call the GENT service department.

Message

Meaning

Action

Qutstation
di sabl ed at card
n

The device connected to the loop
circuit have been manually or
automatically disabled

If manually disabled then
investigate and, if appropriate,
re-enable the outstation

Sector di sabl ed
at card n

The fire alarm sector on loop n
has been manually or
automatically disabled

If manually disabled then
investigate and, if appropriate,
re-enable the sectors

Di sabl ed Aux
Rel ay n

The auxiliary relay n in the
control panel has been manually
or automatically disabled

If manually disabled then
investigate and, if appropriate,
re-enable the aux relay

Master al arns
di sabl ed

The master alarms have been
manually or automatically
disabled

If manually disabled then
investigate and, if appropriate,
re-enable the master alarms

System 3400 (with 34000) Operating
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Emergency Conditions To sound all Fire Alarms globally

To sound all Fire Alarms globally

These instructions are applicable for the following equipment:

3404 Control | 3408 Control | 3450 Repeat | 3505 Terminal
panel panel panel node

Yes Yes Yes Normally no
Sound alarms

To Sound Alarms

SOUND .
aLarvs -—— Press this button

SILENCE
ALARMS

Figure 4-1 Sound RESET
alarms

Panel Healthy
System 3400 Fire Alarm
GENT 19XX
f146 | Alarms sounded

To sound all alarms of the fire system in an emergency:

Press the Sound Alarms button. Notice, the alarms of the fire system are

sounding and the display gives the an ‘ Alarms sounded’” message, plus the
internal buzzer sounds.

To Silence Alarms

SOUND
ALARMS

SILENCE
ALARMS T Press this button

Figure 4-2 Silence RESET
Alarms

Panel Healthy

GENT 19XX
Alarms sounded
f1a7 | Alarms silenced

With the emergency over the alarms can be silenced:

Press the Slence Alarms button. Notice, the alarms of the fire system are

silenced and the display givesthe ‘Alarms silenced’ message, plusthe
internal buzzer is silenced.

NOTE: The printer will list this event if it is switched On.
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To sound the Master Alarms Emergency Conditions

To sound the Master Alarms

These instructions are applicable for the following equipment:

3404 Control | 3408 Control | 3450 Repeat | 3505 Terminal

panel panel panel node

Yes Yes Yes No

The Master darms are conventiona sounders normally installed near the
control panel. The fire buzzer in the control panel will operate with the
Master alarms, however in some applications the master alarms are not used.

To manually switch On or Off the Master alarms, plus internal (FIRE)
buzzer.

a)

b)

Press the OTHER CONTROLS button and then the F1 button to select
[Control].

To start or stop the Master Alarm sounders:

To start the Master alarms:
Pressthe F1 key to select [Start MA]. This prompts a message on
the display ‘ Start Master Alarms'.

To stop the Master alarms:
Pressthe F2 key to select [Stop M A]. This prompts a message on the
display ‘ Stop Master Alarms’.

Pressthe F2 key to select [Enter]. Notice the alarm action has been
processed and a message appears on the display reading ‘ Master
Sounder on/off’. Note also the internal buzzer sounds.

To sound the Sector Alarms

These instructions are applicable for the following equipment:

3404 Control | 3408 Control | 3450 Repeat | 3505 Terminal

panel panel panel node

Yes Yes Yes No

There can be up to 32 configured sectors per loop circuit. A sector can have
fire sensors, manual call points, alarm sounders or interface i nput/outputs.

CAUTION: The sectors 28-32 are normally reserved for special
applications such as for fire extinguishant control.
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Emergency Conditions

To sound the Sector Alarms

To manually switch a Sector to sound Signal 1, Signal 2, Signal 3 or Stop.

a)

Press the OTHER CONTROL S button and then the F1 button to select
[Control].

NOTE: If [Usercode] prompt is not displayed then the following step can
be ignored.

b)

f)

Q)

h)

Press the F4 button to select [User Code]. Notice a message on the
display ‘ Enter access code’ followed by aflashing cursor. Use the
keyboard to input your access code and then press the Enter button.

Press the F4 button to select <etc>.

Pressthe F1 key to select [Sector]. Notice ‘ Sector’ followed by a
flashing cursor on the display. Use the keyboard to input a Sector
number or range (1-32).

Press the F2 button to select [loop]. Notice ‘Loop’ followed by a
flashing cursor appears on the display. Use the full keyboard to input
aLoop number or range (1-8).

Press the F2 button to select [Action].
To action Sector alarms:

To action Sector alarmssignal 1, 2 or 3.

Pressthe F2, F3 or F4 button to select [Signal 1], [Signal 2] or
[Signal 3]. Notice*Signa 1', ‘Signal 2’ or *Signal 3' appears on the
display.

To stop Sector alarms
Press the F1 button to select [Off]. Notice ‘ Off From’ appears on the

display.

Press the F1 button to select [All], to stop all sector alarm signals or
press F2, F3 or F4 button to stop sector alarms[Signal 1], [Signal 2]
or [Signal 3].

Press the F2 button to select [Enter]. Notice the selected action has
been processed and a * Sector actioned’ message appears on the

display.
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To sound the Sector Alarms Emergency Conditions
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Operating the Other controls

Operating the Other controls

TO START SOUND
CVALUATE  sounDeRs'PRess | s _POVER , WARNING  FAULT
NCEL
F I R E SDUKI%E%EDERESS i]LiiNMCSE B B sU bR
T0 RETURN T0O
NORMAL ~PRESS e
Panel healthy 12:00
System 3400 Fire Alarm
GENT 19XX
[Control] [Setup] [Info] [Test/Eng]
EDONTTHREDRLS 1 F2 F3 Fa

Function
buttons

Top level menu

Params

Password
access

Figure 5-1 Top level menu
fl152

The OTHER CONTROLS button at the panel provides accessto al menu
options that are available under [Control], [Set Up], [Info] and [Test/Eng]
menus.

The menu prompts appear on the bottom line of the display, above the
function buttons to prompt the user to make a selection. Thetop level
menu selection can be made by pressing one of the function button F1 to
F4, which displays further sub level menu options for selection. When all
the entries are made the action is carried out.

At any level in amenu tree press the OTHER CONTROLS button to get out
and to display the top level menu.

If the time taken between key presses exceed 5 minutes, the equipment will
automatically remove the display and give a system status indications.

The {Params} promptisa‘HELP facility that providesinformation to the
user regarding the input data.

NOTE: Most functions under the top level menus are protected with an
access code entry. The code is programmed during commissioning of the
system and is passed on to the site persons responsible for the fire
alarm system.

Where an access code is not set up, there is an open entry to operate
controls under [User Code] and the instructions for entering access code are
not applicable.
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Testing the display and indicators Operating the Other controls

Testing the display and indicators

These instructions are applicable for the following equipment:

3404 Control | 3408 Control | 3450 Repeat | 3505 Terminal
panel panel panel node

Yes Yes Yes Yes

Thisfacility allows automatic tests to be performed on the Lights, Display
and the integral Buzzer.

a) Press the OTHER CONTROLS button and then the F4 button to select
[Test/Eng].

b)  Pressthe F1 button to select [Disp Test]. Notice the automatic tests
are conducted.

]

Test Indications Lights arelit for approximately 2 seconds.

]

Display clears for approximately 2 seconds and then give a system
status message.

[ | Buzzer sounds adual tone for approximately 2 seconds.

Testing the Mimic and Zonal panels

Standard At the standard Mimic and Zonal panels alamp test can be performed by
Mimic and  operating the keyswitch located on the botton left side of the enclosure. The
Zonal panels  lights are tested in blocks on arow by row basis, starting from the bottom
left of the display aperture.

While the test is operational, blocks of 64 lights switch On for 1 second
duration before a next block of lights are tested. The lights may be kept
switched On for 5 seconds by stopping the lamp test when it reaches the
desired position in the display aperture.

al
Figure 5-2 Lamp test on
standard mimic panel kél\YAgv-\r/FrSCTH
LOCK
KEYHOLE

cdm?7 (
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Operating the Other controls Testing the display and indicators

A4 Mimic panel A lamptest isactivated at an A4 mimic panel by inserting a2mm rod like
object (for example asmall terminal screwdriver) into a hole located on the
underside of the panel enclosure.

//_\

Figure 5-3 Lamp test at
A4 Mimic panel

—
e e —

insert a 2mm diameter pin
(for example a small
terminal screwdriver) into

1380 the hole to operate the lamp
test switch

Thelights are tested in blocks on arow by row basis, starting from the top
left of the display aperture.

While the test is operational blocks of 64 lights are automatically switched
On for 2 seconds duration before the next block of lights are tested.
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Setting the System Clock Operating the Other controls

Setting the System Clock

These instructions are applicable for the following equipment:

3404 Control | 3408 Control | 3450 Repeat | 3505 Terminal
panel panel panel node

Yes Yes Yes Yes

CAUTION: Incorrectly set system clock would affect the time
related fire sensor operation and also give incorrect event time
information.

The system clock is maintained by the 3404 or 3408 control panel. The
Time, Date, Month and Y ear can be set or adjusted .

a) Press the OTHER CONTROLS button and then the F2 button to select
[Set up].

b)  Pressthe F4 button to select [User Code]. Notice ‘User Code’
followed by aflashing cursor appears on the display. Use the
keyboard to input your access code and then press the Enter button.

C) Press the F1 button to select [Set Clock]. This provides adisplay of
the system clock. Notice the ‘Hour’ digits are flashing and requires

Setting.
Time: 12:00 Mon 1 January 19XX<—————Time and date line
[Next] [Retard] [Advance] [Enter] <« Clock controls

DTHER
CONTROLS

)

Figure 5-4 Set clock display
fl153

d) Pressthe F2 or F3 button to [Retard] or [Advance] to adesired
setting. A rapid change will occur with a continuous button press and
asingle step change with each individual button press.

€)  PresstheF1 button to select [Next]. Notice the ‘Minute' digits are
now flashing.

f) Follow the procedure in d) to adjust the Minutes setting.

g) Pressthe F1 button to select [Next]. Notice the ‘Date’ digits are now
flashing.
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Operating the Other controls Setting the System Clock

h)  Follow the procedurein d) to adjust the date setting. Notice days are
automatically adjusted.

i) Press the F1 button to select [Next]. Notice the ‘Month’ is now
flashing.

)] Follow the procedure in d) to adjust the Month setting.

k)  Pressthe F1 button to select [Next]. Notice the *Year’ is now
flashing.

) Follow the procedure in d) to adjust the Y ear setting.

m)  Pressthe button F4 to select [Enter]. Notice the display now shows
the new time and date.

NOTE: All equipment displaying the clock and date information will
update themselves with the new entries.
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Viewing the current Fire Log Operating the Other controls

Viewing the current Fire Log

These instructions are applicable for the following equipment:

3404 Control | 3408 Control | 3450 Repeat | 3505 Terminal
panel panel panel node

Yes Yes Yes Yes
The [Fire] eventslog has the capability of storing up to 100 previousfire

event information. The logged information can be either called to the
display or printed.

NOTE: The newest fire is always event number 1 and the oldest fire
can be event number 100.

The logged information consists of time and date of each fire event together
with label of the device initiating the fire detection. Further information
may appear and can include outstation number (if itslabel isnot set up),
loop number, sector number, master sector, zone number and group (if
setup), plus panel number for a network system.

a) Press the OTHER CONTROLS button and then the F3 button to select
[Info].

b)  Todisplay the event(s):
Press the F1 button to select [Display]. Notice ‘Display’ appears on
the display.

To print the event(s):
Press the F2 button to select [Print]. Notice ‘ Print’ appears on the
display.

C) Press the F1 button to select [Fire]. Notice ‘Fire' followed by a
flashing cursor appears on the display.

d) Usethekeyboard to input afire event number or range (1-100).

e) Press the F2 button to select [Enter]. Notice the requested logged
information is either displayed or printed.

NOTE: With the printer switched Off, step b) and PRINT procedures are
not applicable.
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Operating the Other controls Viewing the current Fault Log

Viewing the current Fault Log

These instructions are applicable for the following equipment:

3404 Control | 3408 Control | 3450 Repeat | 3505 Terminal
panel panel panel node

Yes Yes Yes Yes

The current [Fault] eventslog is held at each microprocessor controlled
card. The logged information can be either printed or displayed.

The logged information consists of time and date of each fault event and the
label of the device, if applicable. This data is automatically cancelled from
the log when the condition is removed.

a) Press the OTHER CONTROLS button and then the F3 button to select
[Info].

b)  Todisplay the event(s):
Press the F1 button to select [Display]. Notice ‘Display’ appears on
the display, only if the printer is switched On.

To print the event(s):
Press the F2 button to select [Print]. Notice ‘ Print’ appears on the
display.

) Press the F2 button to select [Fault].

d) Local System Fault:
Press the F2 button to select [Enter]. Notice the requested logged
information is either displayed or printed.

Card Fault:

Press the F3 button to select [Card]. Notice ‘On Card’ followed by a
flashing cursor appears on the display. Use the keyboard to input a
card number or range (0-15) and then press F2 to select [Enter].

Panel Fault
Press the F3 button to select [Panel]. Enter the panel number using
the keyboard and press the Enter button.

€) Pressthe F2 or F3 button to select [Previous] or [Next] Fault. The
events can be scrolled through to the desired fault event.

NOTE: With the printer switched Off, step b) and PRINT procedures are
not applicable.
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Operating the Other controls

Viewing the current Warning log

Viewing the current Warning log

These instructions are applicable for the following equipment:

3404 Control | 3408 Control | 3450 Repeat | 3505 Terminal

panel panel panel node

Yes Yes Yes Yes

The current [Warning] eventslog is held at each microprocessor controlled
card. The logged information can be either printed or displayed.

The logged information consists of time and date of each warning event
together with amessage. This data is automatically cancelled from the log
when awarning condition is removed.

a)

b)

d)

Press the OTHER CONTROLS button and then the F3 button to salect
[Info].

To display the event(s):
Press the F1 button to select [Display]. Notice ‘Display’ appearson
the display.

To print the event(s):
Press the F2 button to select [Print]. Notice *Print’ appears on the
display, only if the printer is switched On.

Press the F3 button to select [Warning].
If printing the event(s): Notice‘Print Warning' followed by a
flashing cursor appears on the display.

L ocal System War ning:
Press the F2 button to select [Enter]. Notice the most recent logged
information is either displayed or printed.

Card Warning:

Press the F3 button to select [Card]. Notice ‘On Card’ followed by a
flashing cursor appears on the display. Use the keyboard to input a
Card number or range (0-15) and then press the F2 button to select
[Enter]. The requested information is either displayed or printed.

Panel Fault
Press the F3 button to select [Panel]. Enter the panel number using
the keyboard and press the Enter button.

For displayed events press the F2 or F3 button to select [Previous] or
[Next]. The events can be scrolled through to the desired warning
information.

NOTE: With the printer switched Off, step b) and PRINT procedures are
not applicable.
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Viewing the Historic Log

Operating the Other controls

Viewing the Historic Log

These instructions are applicable for the following equipment:

3404 Control | 3408 Control | 3450 Repeat | 3505 Terminal

panel panel panel node

Yes Yes Yes Yes

The [Historic] events log has the capability of storing up to 255 previous
local event messages. The logged information can be printed or displayed.

NOTE: The newest event is always event number 1 and the oldest can
be event number 255.

The logged information consists of the time and date of each event together

with a message.

a) Press the OTHER CONTROLS button and then the F3 button to select
[Info].

b)  Todisplay the event(s):
Press the F1 button to select [Display]. Notice ‘Display’ appearson
the display.
To print the event(s):
Press the F2 button to select [Print]. Notice ‘Print’ appears on the
display, only if the printer is switched On.

C) Press the F4 button to select <etc>.

d) Pressthe F1 button to select [Events]. Notice ‘Events followed by a
flashing cursor appears on the display.

€)  Usethekeyboard to input an event number or range (1-255).

f) Press the F2 button to select [Enter] and notice the requested logged

information is either displayed or printed.

NOTE: