
Fault

Power

CommissionSystem Fault

Fire

Disablement

Previous Next

Panel healthy 12:00

Vigilon Fire System

GENT 1998

Vigilon BS

Vigilon EN

34K BS

Control Panel

Vigilon EN + Zn LEDs
Post Feb 05

Control Panel

3404

3300 Mk 1

Control panel

32K or

Senator 2

3300 Mk 2

Control Panel

3408

Control panel

3408 FIRE ALARM CONTROL

Part number
2211-xxx

Main Control Card (EN version 4.xx or BS version 3/3+) - Compatibility Information

GENT

3505

Terminal Node

32K

Senator 2

Network Interface
Fault

Power

CommissionSystem Fault

Fire

Disablement

Previous Next

Panel healthy 12:00

Vigilon Fire System

GENT 1998

Vigilon BS

Vigilon EN

34K BS

Network Node
Fault

Power

CommissionSystem Fault

Fire

Disablement

Previous Next

Panel healthy 12:00

Vigilon Fire System

GENT 1998

Fault Fire

System fault

Disablement

Sounder

Power

Vigilon Fire System
GENT Limited 2003

Designed to EN54 Pt 2 & 4

Panel healthy 15:45

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
17 18 19 20 21 22 23 24 25 26 27 28 29 30 30 32

Zones

Previous Next

Vigilon EN + Zn LEDs
Pre Feb 05

Control Panel

Vigilon Fire System

GENT 2005

Designed to EN54 Pt 2 & 4

Panel Healthy 15:45

Fault

System Fault

Delay

Test

Fire

Power

Power Fault Verify

CB253

CB254

Disablement

Sounder

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
17 18 19 20 21 22 23 24 25 26 27 28 29 30 30 32

Zones

Previous Next

Vigilon Fire System

GENT 2005

Designed to EN54 Pt 2 & 4

Panel Healthy 15:45

Fault

System Fault

Delay

Test

Fire

Power

Power Fault Verify

CB253

CB254

Disablement

Sounder

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
17 18 19 20 21 22 23 24 25 26 27 28 29 30 30 32

Zones

Previous Next

VIG-MCC-UPGR

VIG-MCC-EN-NOD-UPG

VIG-MCC-BS-NOD-UPG

34K-MCC-UPGR

VIG-MCC-V3+

VIG-MCC-3400

VIG-MCC-3500-NODE

Fault

Power

CommissionSystem Fault

Fire

Disablement

Previous Next

Panel healthy 12:00

Vigilon Fire System

GENT 1998

Vigilon BS

Vigilon EN

34K BS

Network Node

Vigilon Fire System

GENT 2005

Panel Healthy 15:45

Fault

System Fault

Delay

Test

Fire

Power

Power Fault Verify

CB253

CB254

Disablement

Sounder

Previous Next

Vigilon Fire System

GENT 2005

Panel Healthy 15:45

Fault

System Fault

Commissiont

Fire

Power

Power Fault Verify

CB253

CB254

Warning
Previous Next

Vig BS

34K BS

2211-153

2211-171

Vig EN
2211-152

Vig EN-Zn
Post Feb 05
2211-143

Vig EN-Zn
Pre Feb 05
2211-147

Vig EN
2211-155

Vig EN
2211-176

Vig BS

34K BS

2211-168

2211-170

34K BS
2211-169

Vig BS
2211-150

3300 Mark 2
To be advised

32K/Senator 2
2211-166

3408
2211-164

3404 / 3300 Mk 1
2211-164

Current products Past Products

Main Control Card

Fault

Power

SounderSystem Fault

Fire

Disablement

Previous Next

Panel healthy 12:00

Vigilon Fire System

GENT 1998

Fault

Power

CommissionSystem Fault

Fire

Warning

Previous Next

Panel healthy 12:00

Vigilon/34000 Fire System
GENT 1998

BS

EN

8 line display 16 line display

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
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Zones

Panel healthy 12:00

GENT 2003
Designed to EN54 Pt 2 & 4

Vigilon Fire System
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2211-144

1

34K BS
2211-151

2

Vigilon BS

34K BS

Control Panel

Fault

Power

CommissionSystem Fault

Fire

Disablement

Previous Next

Panel healthy 12:00

Vigilon Fire System

GENT 1998
Vigilon Fire System

GENT 2005

Panel Healthy 15:45

Fault

System Fault

Commission

Fire

Power

Power Fault Verify
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CB254

Warning
Previous Next

Vigilon Fire System

GENT 2005
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2211-165
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20 21

3505
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22

Fault

Power
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Disablement

Previous Next

Panel healthy 12:00
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and are future options.1614 15

Without Zone, Delay
and Sounder LEDs

Without Zone LEDs

With Zone LEDs With Zone LEDs

NETWORK

CARD

(Slot or Card 13)

SPARE

SLOT

IO CARD
(Slot or
Card 15)

MAIN
CONTROL

CARD

(Slot or Card 0)

P4 P5 P6 P7
AC

AC

E

-

+

IO switch
enable
dongle Dongle

32K and Senator 2 - Network
Interface backplane

40 WAY

RIBBON

CABLE

20 WAY

RIBBON

CABLE

MAIN CONTROL CARD
(Slot or Card 0)

INPUT OUTPUT CARD
(Slot or Card 15)

RAM (Memory) CARD
(Slot or Card 3)

LOOP PROCESSOR CARD
loop 1
(Slot or Card 1)

LOOP PROCESSOR
CARD Loop 2 optional
(Slot or Card 2)

3300 Mk 2, 32K and Senator 2
Control panel backplane

NETWORK
Card

IO
CARD

MAIN
CONTROL

CARD

P4 P5 P6 P7
AC

AC
E

-
+

SPARE
SLOT

3505 Terminal node backplane

MAIN CONTROL
CARD

3404 & 3300 Mk1 Control panel backplane

MAIN CONTROL
CARD

3408 Control panel backplane

To DKC 40 way ribbon
cable

20 way ribbon
cable

Main Control card

Input/Output card

Loop Processor card

Space for 3 Loop
Processors

RAM card #
Network card

P1

P4

LCC - P1

IOC- P2

LOOP 1 - P3

LOOP 2 - P4

LOOP 3 - P5

LOOP 4 - P6

P7

P8

Vigilon and 34K Control panel and
Network node backplane

# A RAM Card is only fitted on Vigilon panel
having 16 line display and where the
backplane has no flash.

Vigilon Fire System

GENT 2005

Designed to EN54 Pt 2 & 4

Panel Healthy 15:45

Fault

System Fault

Delay

Test

Fire

Power

Power Fault Verify

CB253

CB254

Disablement

Sounder

Previous Next

BS

EN

RAM Card may be fitted #

by Honeywell

MAIN CONTROL
CARD

IOC

LOOP PROCESSOR CARDS

RAM NC

IOC
RAM NC

3300

3404

TEHCPUBS_MCC Compatibility issue 1_01/06

LOOP PROCESSOR CARDS
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